E@Ml BELASTNING - BREKKASJEDATA

BREKKASJEDATA for nye stotter - BREAKLOAD for new props

Det anbefales en SIKKERHETSFAKTOR pa 2 (del oppgitte kN med 2). Recommended safety is divide given kN with 2.

TEKNISKE DATA som oppgitt her og pa testdokumenter er "BREKKASJEDATA" og den belastning nye stotter har roket
med loddrett, sentrert belastning. Det er derfor viktig at det legges inn en sikkerhetsfaktor pa 2 som angitt ovenfor.
NB! Det er ogsa MEGET VIKTIG a pase at det ikke er strukturelle skader pa stottene.

Skadede stotter MA IKKE benyttes.

TECHNICAL DATA as indicated here and on test documents is "BREAKING LOAD", not the working load. This is the
load new props break down under tests with centred vertical loads. It is IMPORTANT to work with a minimum safety
of 2 as indicated above. NB! It is VERY IMPORTANT to make sure there is no failure or damage to the props.

Props with structural damage must NOT be used.

TABELL VISER BREKKASJEDATA PA FERMAR DEKKESTOTTER
1 kN =102 kilo --- dvs oppgitte kN x 102 = brekkasjedata i kilo
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Vi sender gjerne testsertifikat og tegninger pa foresporsel.
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